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(Composite video signal 1 Vp-p 75Ω BNC)

 (Frame)

 (CIF)

 (Frame)

 (CIF)

 OSD

NTSC / PAL (auto switchable)

MPEG-4

16 Channels 

Main Monitor Output: 

Composite video signal 1 Vp-p 75Ω BNC

720×480 pixels <NTSC>

352×240 pixels <NTSC>

30, 15, 7, 3 IPS <NTSC>

120, 60, 30, 15 IPS <NTSC>

Accommodate 2 HDDs (HDDs are optional)

480 IPS for NTSC

NTSC / PAL (auto switchable)

MPEG-4

8 Channels 

Main Monitor Output: 

Composite video signal 1 Vp-p 75Ω BNC

720×480 pixels <NTSC>

352×240 pixels <NTSC>

30, 15, 7, 3 IPS <NTSC>

120, 60, 30, 15 IPS <NTSC>

Accommodate 2 HDDs (HDDs are optional)

240 IPS for NTSC

YES

16 * 12 (192)

8 MB

1. USB flash drive; 

2. Network

CD-RW or DVD-RW drive

Front panel * 1  USB 2.0

MPEG-4

10/100 Base-T. Support remote 

control and live view via Ethernet

 IE 

 E-mail 

TCP / IP / PPPOE / DHCP / DDNS

DC 19V

64 W

430mm (W) × 65mm (H) × 300mm (D)

YES

16 * 12 (192)

8 MB

1. USB flash drive; 

2. Network

CD-RW or DVD-RW drive

Front panel * 1  USB 2.0

MPEG-4

10/100 Base-T. Support remote 

control and live view via Ethernet

 IE 

 E-mail 

TCP / IP / PPPOE / DHCP / DDNS

DC 19V

64 W

430mm (W) × 65mm (H) × 300mm (D)

NTSC / PAL (auto switchable)

MPEG-4

4 Channels 

Main Monitor Output: 

Composite video signal 1 Vp-p 75Ω BNC

720×480 pixels <NTSC>

352×240 pixels <NTSC>

30, 15, 7, 3 IPS <NTSC>

120, 60, 30, 15 IPS <NTSC>

Accommodate 1 HDDs (HDDs are optional)

120 IPS for NTSC

YES

16 * 12 (192)

1. USB flash drive; 

2. Network

N / A

Front panel * 1  USB 2.0

MPEG-4

10/100 Base-T. Support remote 

control and live view via Ethernet

 IE 

 E-mail 

TCP / IP / PPPOE / DHCP / DDNS

DC 19V

42 W

340mm (W) × 59mm (H) × 223mm (D)

R.E.T.R. 
(Remote Event Trigger Recording)

USB 

(mm)
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